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CAULK CORNERS BETWEEN FLANGE
DEFLECTOR AND EXTERIOR GIRDER.
CAULKING MATERIAL SHALL BE
NEUTRAL CURE AND NON-SAG SILICONE.
TNO PRCDUCTS MEETING THESE
CRITERIA ARE DOW B88 AND CSL 342
JOINT SEALER. /
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Bv© HOLES IN ANGLE AND
FLANGE FOR §¢ BOLTS.
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FLANGE DEFLECTOR DETAILS

WEIGHT(1b.JPER
R FLANGE
DEFLECTOR |
160-0 6.0
180-0 6.0
200'-0 6.3
220'-0 6.3
240'-0 6.4
260'-0 6.4
280"-0 1.5
300'-0 1.5

INCLUDES WEIGHT OF PLATES,
ANGLES, BOLTS, NUTS AND

GRIND ANGLE TO CLEAR
ROLLED BEAM FILLET

NOTE:

CAULK (FAR SIDE)

HEX NUT AND £ NASHER
//77L 4 x4

1

WELD TO
ANGLE ONLY

3¢ BoOLTS

R 3 x v x 7"

2

SECTION A-A

I. FLANGE DEFLECTORS ARE REQUIRED CN THE OUTSIDE
OF THE EXTERIOR BEAM. LOCATION AND NUMBER OF
FLANGE DEFLECTORS DETERMINED BY FINAL DESIGNER.

2. WEIGHTS TABULATED ON THIS SHEET ARE INCIDENTAL
TO THE WEIGHT OF STRUCTURAL STEEL.
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APPROVED BY BRIDGE ENGINEER

& lowa Department of Transportation
Highwoy Division

STANDARD DESIGN - 40" ROAOWAY, 3 SPAN BRIDGES
ROLLED STEEL BEAM BRIDGES
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